CAGE/NCAGE CODE: 3FNFO

Making Data Acquisition Easy

1-7021
Analog Voltage or Current Output

Data Acquisition Module
Quick Start Guide

Product Info:
http://www.icpdas-usa.com/i 7021 i 7021p.html
http://www.icpdas-usa.com/dcon utility pro.html

1. Introduction

The I-7021 module provides cost-effective protection and conditioning for a
wide range of valuable industrial control signals and systems. The DCON
utility can help users to configure and test I1-7021 output modules. Plenty of
library functions and demo programs are provided to let users develop
programs easily under Windows, Linux and DOS operating systems Users
may mount the modules on a DIN rail, panel or wall. Modules have a
screw-terminal block to connect to the signals. I-7021 comes with FREE EZ
Data Logger Software.

2. Terminal Assignment
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4. Default Settings

Default setting for 1-7021, 1-7021P, 1-7022 and 1-7024 :

@ Address : 01
@ Analog Output Type : 0 to +10V
@ Baudrate : 9600 bps

@ Checksum disable, change immediate, engineer unit format

@ 1-7021, 1-7021P, I-7022 jumper setting : internal power.

5. Configuration

To install the module, follow the steps below:
1. Connect the analog output.

2. Connect the module to the RS-485 network using the DATA+ and DATA- terminals. If
the host is only equipped with an RS-232 interface, then an RS-232 to RS-485

converter will be required.

3. Connect the module to the power supply using the +Vs and GND terminals. Note that
the voltage supplied should be in the range of +10 to +30V DC.
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4. Open DCON utility pro-——==
OCIick on COM port(first icon).

elt can select multi-options such as Baud Rate, Protocol, Checksum, and Format to
search module. The default settings for the module can be found in Section 3. Click OK

after selecting the COM port setting.
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. > DCOM Utility Pro Yersion 2.0.0.0 for WES Platform

g | | (o) [
TRIES @ S HEE
Start Address 1 End Address 8
1D Address  Baud Rate Checksum Format  Status Description

‘Comport Option

X
COM Port Timeout e

COM1[Backplane] v 200 ms

Baud Rate Protocol Checksum Format

11520 [J57600 [138400 [ 19200

9600 [] 4800 ] 2400 ] 1200

oK Cancel

5. DCON utility pro will search for the selected COM port according the setting
previously set. DCON Utility Pro supports DCON and Modbus protocol for all ICPDAS

and the others modules.
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; DCON Tility Pro Yersion 2.0.0.0 for PC Flatform |
e || |
g (> m]x] Fel =1 F

Start Address IO Ernd Address |255

=, | tddress |Elaud Rate |Checksum |F0rmat |Status Cription _\ |
87024 o[ah] 115200 Disahle M,3,1 [DCOM4*A0 [,y

\7052 J5[5h] 115200 Disahle M,3,1 [Mochis RTUJE*DI
COMLAMNE 1] || Address:6[0&h] || Baud Rate; 9600 || Checksum:Disable 4

6. Configuration I/O module setting on PC

. DCON Utility Pro Yersion 2.0.0.0 for PC Platform x|
Start Address IO— End Address |255
0 | Address | Eaud Rate | Checksum | Format | Status | Diescription |
a70s7 2[2h] 115200 Dizable M,5,1 [DCOM]1E*D0
57057 4[4h] 115200 Disable M,E,1 [DCOM]1E*D0
i, 87057 Firmware[A202] x|
Confignration |Do | About |
Protocol{ITHIT#) Im
Address m [02H]
Bavd Rate (INIT#) |1 15200 vl
ParityINIT¥) [F.5. (Mo Farity =
Checksum(INIT#) IDi&able - l
S —
N
Response Delay Ig— Set Module Configurations

7. For I-7000 modules, DCON utility pro terminal can send command to the module.

See user manual Sections 2 for details command.

I-7021 AO DAQ Module - QuickStart (Feb/2016)

ICP DAS USA, Inc. | www.icpdas-usa.com | 1-310-517-9888 | 24309 Narbonne Ave. Suite 200. Lomita, CA 90717

6


http://www.icpdas-usa.com/

CAGE/NCAGE CODE: 3FNFO

Making Data Acquisition Easy

Configure the module: sending the %AANNTTCCFF command. See user manual
Section 2 for details.

Read data from the input channels: send either the #AA or #AAN command to the
module.

- DCON Utility Pro ¥ersion 2.0.0.0 for FC Platform x|

: ]

Start Address 0 End Address  |255

m | Baud Rate Im | status | Description
57057 2[zh] 115200 Disable _l&p [DCON]16*D0
[
Tool for Terminal Command x|
coMPert  |coM3 | mrotocsl  [RCON -

Baud Rate |115200 -] Format N8, 1-Nore Parity 7]
Send
Checksum IDisabIe | Address 1 =] J87K Series =]

Timeout  [100 vl ms SelectID | =l

Comrmand |$02|V|

Resporse (0287057

e T 0202 0 [ g0 ] [ 0287057 1; [ 1S me]==> (MoBrror) |
COM:3N,8,1] 2

i

8. If user doesn’t know command, user can select Address and ID, it will show some
refer commands as below. User can select necessary command to test or debug
modules.
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x|
COMPort  |coM3 | Protocol  [poon o
BaudRate [115200 | Format JN.8i-NorePaity -

Checksurm IW’ Address |2 | [B7K Series ~| Send

4

Timeout  [100 | ms SelectID [87057 =

Command |@o2oooo

Response |>

Get Module Marme 2| [T 03:20 [ @020000 J; [ = ]; [0 ms]=== (NoError) =]

Get Firmware

Get Module Configure
Set Module Configure
Read DO

Wirite DO
Write DO Bit 0
Write DO Bit 1
Write DO Bit 2
Write DO Bit 3 -
Write DO Bit 4 4] _>|_I
Write DO Bit 5

Write DO Bit 6 | Clear Save o \logger_reporty, |
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